
VM-20

NIBP:
Method: Oscillometry
Modes: Manual/Auto/Continuous

Measurement range : 10-270mmHg

SPO2:
Measurement range: 0-100%
Accuracy: 70-100%, ±2% 0-69%,
 upspecified

Size: L9.5 * W6.5 * H8.5 inch

Weight: 1.700 kg

Electrical Specification:

Max Input Power: 70VA

Battery: 
11.1V 4000mAh rechargeable

lithium battery

SpO2, PR, NIBP

Pulse rate:
Range 20-254bpm
Accuracy ±3bpm

Respiration:

Range

Adult: 0-120bpm

pediatric/neonatal:0-150bpm

(3.5” Display)
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NIBP:
Method: Oscillometry
Modes: Manual/Auto/Continuous

Measurement range : 10-270mmHg

SPO2:
Measurement range: 0-100%
Accuracy: 70-100%, ±2% 0-69%,
 upspecified

Size: L9.5 * W6.5 * H8.5 inch

Weight: 1.700 kg

Electrical Specification:

Max Input Power: 70VA

Battery: 
11.1V 4000mAh rechargeable
lithium battery

SpO2, PR, NIBP

Pulse rate:
Range 20-254bpm
Accuracy ±3bpm

Respiration:

Range

Adult: 0-120bpm

pediatric/neonatal:0-150bpm

Features

VM-20
(8” Display)
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